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1. INTRODUCTION 

USAID Karnali Water Activity aims to create healthy, resilient, and water-secure communities 

by strengthening water and sanitation governance. Its Objective 2 focuses on improving 

sustainable access to and utilization of sanitation services by implementing effective Faecal Sludge 

Management (FSM) practices. A key part of this effort involves developing City Sanitation Plan 

(CSP) for 12 municipalities, including Chamunda Bindrasaini. Chamunda Bindrasaini municipality 

is located in Dailekh district of Karnali Province which primarily consists of rural areas, 

characterized by hilly terrain. The CSP evaluates current sanitation conditions, identifies areas 

requiring improvement, and proposes strategies to enhance sanitation standards in alignment 

with national Sustainable Development Goal (SDG) targets. The plan is developed through a 

participatory approach, engaging diverse stakeholders in the planning process. The CSP serves as 

a valuable resource for the municipality, guiding the annual planning process in the sanitation 

sector and providing a foundation for obtaining external support for sanitation projects. This is a 

summary report, translated into Nepali which brings together the key insights from the City 

Sanitation Plan Report, Sanitation Status Report, and FSM System Selection and Service Model 

Report, to make it easier for local authorities and implement the recommendation effectively. 

2. METHODOLOGY 

CSP was prepared using a structured approach with active stakeholder participation (Figure 1).

 
Figure 1 Methodology used during development of CSP 
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3. SANITATION SITUATIONAL ANALYSIS 

3.1. HOUSEHOLD 

A survey of 400 households revealed that 86% 

had access to private toilets, with full coverage 

in Wards 5, 7, and 9 while Ward 4 had the 

lowest coverage. Among the 14% without 

private toilets, 11% resorted to open 

defecation. Primary reasons for absence of 

toilet was high cost of construction and 

availability of nearby open areas. The 

predominant type of toilet observed was pit 

latrines (70%), followed by holding tanks (15%). 

In 302 households, containment volumes were 

smaller than 4 cu. m. Stone-mud was the most 

popular construction materials, observed in 
327 households; however, these materials may 

not effectively prevent liquid leaching. 

 

 
Figure 3 Frequency of containment emptying 

There is no provision of emptying services, and 

households rely on self-manual emptying 

methods. 90% of households have not yet 

emptied their containments, with only 28 

households reporting emptying. The cost for 

emptying varied, with households paying less 

than Rs. 2,000 to more than Rs. 5,000. Very 

few households were only willing to pay over 

Rs. 5,000, emphasizing the need for affordable 

services. The low willingness to pay, combined 

with poor road accessibility due to difficult 

terrain and limited road network poses 

challenges for implementing mechanical 

emptying services. 

The municipality lacks a treatment facility, leading to 

most emptied sludge being disposed locally by 

burying (16 cases), open dumping (8 cases), or 

disposal into drains or water bodies (4 cases). 

Collaborative efforts with neighboring municipalities, 

including Dullu, Narayan, and Bhairabi are underway 

to establish a faecal sludge treatment plant (FSTP) in 

Dullu, which could support a comprehensive FSM 

value chain. 

Faecal sludge reuse is not common, with only 9 

households using it for compost or biogas. However, 

226 household expressed openness to reusing 

sludge. 

 
Figure 4 Faecal Sludge disposal location - Manual 

emptying 
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3.1.1. GREYWATER MANAGEMENT 

Greywater is typically managed by discharging it into backyard/field, with 322 households using 

this method for kitchen wastewater and 235 for bathing/washing wastewater. Additionally, some 

households utilized pits, open drains and roads for disposing greywater. During focus group 

discussions, households expressed general satisfaction with their current greywater management 

methods. However, it is worth noting that while households predominantly disposed their 

greywater within their own premises, the utilization of greywater for livelihood purposes such as 

gardening or growing vegetables was seldom observed. 

3.1.2. STORMWATER MANAGEMENT 

The municipality lacks a comprehensive stormwater management infrastructure, but its absence 

has not caused major issues for most households. Among the 400 surveyed households, 335 

reported no experience with floods or landslides, while 11 faced such events annually, and 54 

occasionally. Some of the impacts on sanitation resulting from these events include damage to 

toilets or containment structures, as well as toilet or containment overflow. Insights from focus 

group discussions indicate that stormwater has partial impact on community sanitation, 

particularly affecting wards 7, 8, and 9 which are more susceptible to flood risks. 

3.1.3. SOLID WASTE MANAGEMENT 

The municipality lacks solid waste management services and a suitable disposal site which has led 

to indiscriminate dumping of waste. Currently, waste from market areas is being dumped on the 

roadside slopes of Jambukadh in ward 5. The need for an improved disposal site is evident, as the 

current location is situated in a gully, posing risk of transporting contaminated water downstream 

during rainfall. Among the 400 households, 179 practice waste segregation, managing organic 

waste by feeding it to animals (91 HH) or composted in gardens (73 HH), while inorganic waste 

is mostly burned the waste (176 HH). Regarding mixed waste, the majority of households 

commonly disposed of in rivers (162 HH) or burned (151 HH). Focus Group Discussions revealed 

glass waste as a significant challenge due to its non-degradable nature and risks of injury, especially 

to children. Menstrual hygiene waste is managed using multiple methods, with disposal in pits, 

burning, or river disposal, depending on convenience. 

3.1.4. SHIT FLOW DIAGRAM 

The Shit Flow Diagram (SFD) for Chamunda Bindrasaini municipality, based on data from 400 

households shows that 83% of excreta is safely managed, while 17% is unsafely managed, posing 

risks to public health and environment (Figure 5). Of the faecal sludge generated, 89% is safely 

contained initially, with 82% remaining in containments without being emptied and considered 

temporarily safe. However, 6% of faecal sludge is emptied from containment but not transported 

to treatment facilities, leading to environmental and health hazards. Open defecation accounts 

for 11% of sanitation practices, and 1% of excreta is directly disposed into open drains or open 

surface, contributing to unsafe management. Only 1% of faecal sludge is treated through biogas 

digesters. The SFD highlights the need for interventions in proper emptying, transport, and 

treatment of faecal sludge, alongside the promotion of on-site containment systems like biogas 

digesters and twin pits to ensure safe treatment and enhance sanitation outcomes. 
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Figure 5 Shit Flow Diagram (SFD) of Chamunda Bindrasaini municipality 

3.2. EDUCATIONAL INSTITUTES 

The survey of 40 educational institutes in the municipality revealed that one institute lacked access 

to water on their premises, despite being connected to piped water infrastructure. Regarding 

sanitation facilities, 39 institutes had latrine facilities and one lacked this facility, prompting 

students and staff to seek alternatives in neighboring households or nearby forested areas. The 

on-site sanitation systems primarily comprised flush or pour-flush toilets connected to pits (23 

cases) or holding tanks (16 cases), with no containments emptied to date. 

Regarding greywater management, 15 schools discharged it into pits or soak pits, while 13 lacked 

designated disposal areas, resorting to fields, nearby farmland, or open drains. Solid waste 

management was found to be lacking, with half of the institutes actively separated their waste 

into organic and inorganic fractions, while the other half collected waste in mixed form. The solid 

wastes are managed either by disposing of in pits or by being burned.  Disposal facilities for 

menstrual hygiene waste were only available in 9 institutes, where it was typically collected in 

bins and openly burnt thereafter. Since formal waste collection was not involved, none of the 

educational institutes incurred costs for managing their solid waste. 

3.3. INSTITUTIONS 
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The survey of 29 institutions revealed that all surveyed institutions but one had private toilet 

facilities, with 19 institutions using water-sealed flush or pour-flush toilets connected to holding 

tanks without outlet overflow, while pit latrines in the remaining 9 institutions. Most institutions 

have never emptied their containments, except for one financial institution which manually 

empties theirs every 4 to 6 years.  

Greywater management in institutions varied, primarily involving disposal in pits or soak pits, 

fields or gardens, open drains. In terms of solid waste management, institutions managed waste 

locally on their premises. 19 institutions practiced waste separation at the source, employing 

methods such as pit disposal, garden composting, or feeding organic waste to animals, while 

resorting to burning for inorganic waste. Mixed waste management methods included burning 

and disposal in rivers, roads, or backyards. Menstrual hygiene waste management facilities were 

available in only 7 institutions, where the waste was collected in covered or uncovered dustbins 

and then openly burned within the premises. 

3.4. PUBLIC TOILETS 

A single public toilet was identified in Lainchaur, located in Ward 6. The toilet was constructed 

by the municipality five years ago and serves an average of 30 users daily. It is connected to a 

single pit and has never been emptied. The municipality’s only public toilet exhibits several 

shortcomings. Firstly, it lacks essential accessibility features for disabled individuals, highlighting 

an inclusivity gap. Inspections revealed cleanliness and maintenance issues, indicating a need for 

improved upkeep practices. Additionally, the amenities provided are basic, lacking provisions for 

the disposal of menstrual hygiene waste and facing unreliable water supply, compromising hygiene 

standards. 

3.5. FS GENERATION 

Chamunda Bindrasaini municipality currently generates approximately 0.2 cu. m. of faecal sludge 

per day, primarily from residential buildings, as most containments in institutions and educational 

facilities remain unemptied. If all holding tanks and pit latrines were emptied, potential generation 

is estimated to be 3.4 cu. m. per day.  

TABLE 1 ESTIMATION OF FAECAL SLUDGE IN CHAMUNDA BINDRASAINI 

S.N. 
BUILDING 
TYPE 

CURRENTLY EMPTIED FS (CU. M./DAY) POTENTIAL FS (CU. M./DAY) 

MANUAL MECHANICAL SUB-
TOTAL 

HOLDING TANK PIT LATRINE SUB-
TOTAL 

1 Residential 0.2 - 0.2 1.7 1.7 3.4 

2 Institutional 0.0003 - 0.0003 0.02 0.0 0.02 

3 Educational - - - 0.01 0.03 0.04 

Sub-total 0.2 - 0.2 1.7 1.7 3.4 
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Due to the low volume currently emptied, investing in a FSTP for the emptied sludge is not 

economical as significant investment is required. However, collaborative efforts with neighboring 

local bodies namely Dullu, Narayan and Bhairabi are underway to establish and operate a FSTP 

in Dullu. If successful, this initiative will significantly benefit Chamunda Bindrasaini by establishing 

a proper FSM value chain. However, if the plan does not proceed, the municipality should focus 

on improving and strengthening the manual emptying service with safe disposal and adopting 

other containment technologies that offer onsite treatment. 

4. SANITATION SYSTEMS 

Chamunda Bindrasaini municipality was divided into two zones based on population density, flood 

risk, and road accessibility. The proposed solutions for each zone aim to improve the sanitation 

status by addressing the limitations of the current systems (Table 2). 

TABLE 2 RECOMMENDED SANITATION SYSTEMS IN CHAMUNDA BINDRASAINI1 

ZONE CHARACTERISTICS RECOMMENDED SYSTEM OPTION 

Zone I 

(Ward 7) 

• Low population density 

• Low flood vulnerability 

• High road accessibility 

• The most prioritized sanitation system for this zone is Biogas 
digester (System #6). Focus group discussions revealed a strong 
interest in biogas digesters and willingness to use biogas products, 
indicating a promising opportunity for its adoption. However, 
livestock availability must be considered to ensure system 
functionality. 

• Sealed single pit system with mechanical emptying (System #3) is 
also relevant in this zone due to high road accessibility and it aligns 
with the municipality’s plan to construct and utilize a FSTP in Dullu. 
This system is particularly suitable for the Paltada location, which is 
connected to the common highway route of Mid-Hill and Karnali 
highways.  

• Twin pit system (System #4) is suitable given the rural nature of the 
zone and offers agricultural reuse potential but requires awareness 
campaigns to promote adoption, as it is not yet practices locally. 

Zone II  

(Wards 1, 2, 3, 4, 5, 
6, 8, & 9) 

• Low to medium 
population density 

• Low flood vulnerability 

• Low to medium road 
accessibility 

• Biogas digester (System #6) was the top priority offering waste 
management, energy production, and agricultural benefits. However, 
its adoption may be limited due to technical and operational 
demands, requiring promotion in areas with livestock resources. 

• Sealed single pit system with safe manual emptying (System #1) and 
Twin pits (System #4) are suitable options with a wider scope for 
adoption for households relying on traditional pit latrines and those 
with poor road access.  

• System #1 is suited for densely clustered communities with higher 
leachate loads. 

• Twin pits are suitable for implementation in rural, agriculturally 
active areas. 

• Sealed single pit with mechanical emptying (System #3) is 
recommended for the market area of Jambukandh and regions along 
the Mid-Hill Highway in Wards 5 and 8. This system will have low 
coverage initially, as the market area is newly developed with 
temporary sheds and a limited number of permanent buildings. 

 
1 The details of the recommended system options along with the type of system, score and overall zonal priority is 

given in Annex 
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5. CONCEPTUAL SERVICE MODEL 

The FSM service model for Chamunda Bindrasaini municipality emphasizes a collaborative and 

on-demand approach, with the municipality providing manual and semi-mechanical emptying 

services. While the FSM committee, formed with neighboring municipalities (Dullu, Narayan and 

Bhairabi) will oversee mechanical emptying and manage the future FSTP in Dullu (Figure 6). Given 

the low demand and current low probability of private service provider engagement, Chamunda 

Bindrasaini municipality emerges as a crucial stakeholder in FSM, taking on roles as both the 

service provider and the regulatory and monitoring body for sanitation. The FSM committee will 

be another stakeholder responsible in service provision within the municipality.  Financially, the 

on-demand service model relies on households and institutions paying fees to the municipality 

for emptying services, which help cover the operational costs of overall FSM service, including 

the operation of the FSTP, as well as other administrative expenses. However, revenue generated 

may not always be sufficient to cover all the expenses and in such cases, requiring the municipality 

to address any financial gaps. The FSM committee will assume responsibility for fee collection and 

utilize the generated revenue to fund the operation of the FSTP. Furthermore, Chamunda 

Bindrasaini municipality will contribute to policy and regulation development for its operation. 

6. SANITATION IMPROVEMENT PLAN 

The FSM improvement plan for Chamunda Bindrasaini municipality spans a period of six years, 

ending in 2030, which aligns with the target year for achieving the SDG goals. To ensure effective 

operationalization of FSM services, the following strategies are proposed. 

6.1. UPGRADING OF ONSITE SYSTEMS 

The CSP aims to promote safe and sustainable sanitation by replacing environmentally unsafe 

containment systems such as dry pits without slabs, toilets directly connected to open drains, pit 

latrines and holding tanks with improved alternatives like sealed single pits with soak pits, twin 

pits and biogas digesters, in alignment with the national SDG goals. By 2030, the target is to have 

90% of households connected to proper FSM systems, meeting the SDG target of 90% and 96% 

of households to have non-shared, improved sanitation facilities (SDG target: 95%). Due to low 

current practice of emptying (7% overall) and limited road accessibility, systems with mechanical 

emptying are allocated to a limited number of households expected to use the planned Dullu 

FSTP. Pilot projects for sealed single pit latrines are recommended to make necessary 

adjustments regarding designs and construction materials based on location conditions before 

full-scale implementation. The CSP emphasizes creating an enabling environment through 

regulations, policies, and institutional arrangements, supported by public awareness campaigns. 

The total investment required by the end of 2030, factoring inflation is estimated at Rs. 320 

million, with costs, primarily borne by households. Financial support for vulnerable households is 

emphasized to ensure equitable implementation of the FSM improvement plan. 
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Figure 6 Conceptual FSM Service model for Chamunda Bindrasaini municipality 
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6.2. ARRANGEMENT OF TREATMENT/ DISPOSAL FACILITY 

The maximum potential of sludge generation in Chamunda Bindrasaini municipality is estimated 

to be 3.4 cu. m./day. Given the planned upgrades recommended in CSP’s target, it is projected 

that only 9% of the systems will require mechanical emptying by 2030, which will result in a 

volume of 0.5 cu. m./day. Considering these projections, establishing a dedicated treatment facility 

would not be economically feasible. However, if a collaborative effort to construct a FSTP in 

Dullu comes to fruition, it would provide an appropriate and centralized solution for faecal sludge 

treatment. The proposed Dullu FSTP will utilize a nature-based treatment system with a design 

capacity of 4 cu. m./day. A conceptual design for FSTP including bar screen, grit chamber, Planted 

Drying Bed (PDB), Settler, Planted Gravel Filter (PGF) and polishing pond is depicted in  

PDB: 

PGF: 

Planted Drying Bed 

Planted Gravel Filter 

 Faecal sludge flow 

Figure 7. The Dullu FSTP has an estimated total cost of Rs. 18.4 million during ongoing design 

phase. This cost encompasses various components including treatment facilities, infrastructure 

such as the operator house, gate, fencing, land development, and significant slope stabilization 

efforts. 

 

PDB: 

PGF: 

Planted Drying Bed 

Planted Gravel Filter 

 Faecal sludge flow 

Figure 7 Proposed layout of FSTP in Dullu 

In the event that the Dullu FSTP plan does not proceed, Chamunda Bindrasaini can opt for a 

trenching facility to handle the daily average volume of 0.5 cu. m of faecal sludge as a more 

economical alternative for disposing emptied sludge. This option is the most preferable and 

economical, as it requires significantly lower investment compared to FSTP for the low volume 

needed. However, the trenching site must be carefully located to prevent water contamination 

and public health risks, with thorough environmental assessments to ensure safety and 

sustainability. Figure 8Error! Reference source not found. provides indicative specifications 

for the trenching facility, referencing guidelines developed by the Government of Uttarakhand in 



USAID.GOV  CITY SANITATION PLAN SUMMARY REPORT: CHAMUNDA BINDRASAINI MUNICIPALITY      |     10 

 

India. The investment cost for the trenching facility, primarily for constructing a fence, gate, and 

gravel access road, is estimated at Rs. 2.5 million. The amount is significantly lower than the cost 

of the FSTP. 

 

Figure 8 Typical cross section of deep row entrenchment 

6.3. PROVISION OF EMPTYING SERVICE 

If the Dullu FSTP is utilized, a shared 4 cu. m. capacity vehicle will be used by the four partnering 

municipalities.  A factory-built emptying vehicle equipped with a suction pump may be required 

for covering longer distances between municipalities. The unit cost of vehicle which includes a 

tank capacity of 4 cu. m. for sludge and 1 cu. m. for water jetting, totals approximately Rs. 5.7 

million. 

If the Dullu FSTP is not realized, this vehicle capacity is suitable even if Chamunda Bindrasaini 

uses a separate vehicle, as nearly 90% of containment sizes in the municipality are smaller than 4 

cu. m. A single vehicle will be sufficient to meet the demand for the entire six-year planning 

period. For exclusive use within the municipality, an assembled tractor tanker would be more 

suitable. This type of vehicle is more suitable to navigate through the rough and hilly terrain of 

municipality and can cover a reasonable distance. 

7. ACTION PLAN 

The improvement plans are designed to be implemented gradually and the final outcomes are 

expected to be achieved by 2030. The key actions and corresponding targets are outlined in Table 

3. 

TABLE 3 FSM IMPROVEMENT ACTION PLAN 

PHASE ON-SITE SYSTEM UPGRADING TREATMENT FACILITY EMPTYING SERVICE 

Immediate 
action 

• Train municipality engineers/ 
technical team on improved 
containments and prepare 
standard designs. 

• Support the plan for 
construction of FSTP in 
Dullu for common benefit of 
the area. 

• Develop awareness on safe 
manual emptying among 
households to minimize risks 
involved. 

• Identify and focus areas for 
mechanical emptying service 
provision, considering the CSP 
recommendations. 
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Intermediate 
term (2025-
2027) 

• Conduct pilot projects for the 
new sealed single pit latrine 
systems before full-scale 
implementation. 

• Build capacity of builders on 
construction of standard 
containments. 

• Develop and implement 
awareness campaign focusing 
on households, to improve the 
adoptability of recommended 
onsite sanitation system. 

• Design subsidy mechanism to 
promote improved 
containments. 

• Develop sanitation by-laws to 
guide the upgrading, and 
overall FSM practice. 

• Increase adoption of improved 
containments focusing on the 
twin pits; reduce proportion of 
shared toilet or HH without 
toilet from 14% to 4%. 

• Finalize design and construct 
FSTP if condition favor. Also 
build capacity of FSTP 
operators and develop 
monitoring plan. 

• Develop FSTP business plan 
(if applicable). 

• If FSTP not applicable: plan 
and establish trenching 
facility for safe disposal of 
faecal sludge. 

• Utilize Dullu FSTP emptying 
vehicle or acquire separate 
vehicle with a capacity of 4 cu. 
m. 

• Design & implement targeted 
marketing campaigns to raise 
awareness about mechanical 
emptying service among 
households, businesses, and 
institutions. 

• Finalize service fees. 

• Develop and implement 
guideline for safe manual 
emptying and local disposal. 

• Develop monitoring plan. 

Final term  
(2028-2030) 

• Continue awareness campaign. 

• Increase adoption of improved 
containments: 

o Twin pits to 21% 

o Sealed pits to 27% 

o Biogas digesters to 6% 
 

• Implement monitoring plan. • Increase the share of mechanical 
emptying to 9% (0.5 cu. m./d) 
and beyond. 
 

 

8. MANAGEMENT OF OTHER WASTE STREAMS 

To address the issues associated with various waste streams in the municipality, as set of 

recommendations have been compiled in Table 4, which can guide the relevant stakeholders to 

improve waste management practices. 

TABLE 4 MANAGEMENT OF OTHER WASTE STREAMS  

WASTE 
STREAM 

STAKEHOLDERS RECOMMENDATIONS 

Solid Waste 
Management 

• Households/ 
Public 

• Minimize use of disposable items, promote reuse and recycling through scrap 
dealers. 

• Use standard composting bins to separate organic and inorganic waste. 

• Adopt responsible disposal methods to reduce environmental impact and avoid 
burning. 

• Use of sustainable and environmentally friendly menstrual products.  

• Municipality • Identify and establish a suitable disposal site with proximity to the market area of 
Jambukandh. 

• Evaluate the feasibility and establish a solid waste collection service, initially 
prioritizing the market area of Jambukandh. 
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• Promote waste segregation through awareness campaigns and distribute standard 
composting bins. 

• Educate the community on responsible waste management. 

• Enforce regulations, monitor practices, impose penalties, and incentivize the 
adoption of sustainable practices to ensure compliance and minimize illegal 
dumping. 

Greywater 
Management 

• Households/ 
Public 

• Adopt sustainable practices and maintain infrastructures like soak pits and ensure 
that greywater disposal does not create stagnant water which can breed 
mosquitoes. 

• Municipality • Encourage households to reuse greywater for gardening or vegetable growing, 
promoting sustainable water use and enhancing food security. 

• Conduct awareness campaigns about the benefits of proper greywater 
management and reuse. 

• Develop and implement municipal greywater management guidelines. 

• Promote the use of soak pits for greywater management. 

 

9. CAPACITY BUILDING  

Capacity Building is crucial for stakeholders involved in the FSM service model to ensure 

understanding and effective execution of their roles. During the implementation phase, key 

capacity gaps have been identified among various stakeholders according to which different 

capacity building initiatives are proposed (Table 5). 

TABLE 5 CAPACITY BUILDING INITIATIVES FOR CHAMUNDA BINDRASAINI 

STAKEHOLDER CAPACITY BUILDING NEEDS KEY ACTIONS 

Municipality • Operations and sustainability 
of FSTP 

• Formulation of FSM by-laws 

• Implementation of sanitation 
improvement plan 

 

• Build capacity to understand operational dynamics and 
sustainability factors of FSTP. 

• Support in developing a joint FSTP business plan with partner 
municipalities for long-term sustainability. 

• Assistance for formulation of FSM by-laws, guidelines, and 
standard operating procedures to effectively implement 
containment improvement and service provision initiatives.  

Household • Awareness Campaigns 

• Financial Literacy 

• Raise awareness about containment options, technologies, safe 
emptying methods and treatment solutions. 

• Empowering households to facilitate informed decision-making 
which supports the adoption of sustainable sanitation practices. 

Construction 
Service Provider 

• Understanding standard 
containment designs 

• Capacitate local contractors and builders on understanding 
containment designs and constructing sanitation facilities such as 
toilets, sealed single pits and twin pits to required standards. 

• Clear guidelines aligned with recommended norms to ensure 
quality and consistency across sanitation infrastructure. 

 

10. CONCLUSION 

The City Sanitation Plan for Chamunda Bindrasaini municipality presents a comprehensive 

strategy aimed at achieving sustainable sanitation practices and meeting the Sustainable 

Development Goals (SDGs) by 2030. The sanitation status assessment revealed significant 
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challenges, with 86% of the surveyed 400 households having private toilet access, while 14% 

lacked access, including 11% still practicing open defecation. Wet pit latrines are the most 

common containment system in use within the municipality, and lack of emptying services and a 

treatment facility has resulted in improper faecal sludge disposal.  

To address these challenges, the CSP recommends sanitation solutions tailored for different areas 

within the municipality, with a focus on Faecal Sludge Management to safeguard public and 

environmental health. The action plan outlined in the CSP emphasizes empowering local 

authorities by facilitating the establishment of essential infrastructure and service mechanisms. 

Key recommendations for Chamunda Bindrasaini municipality include upgrading current unsafe 

sanitation systems to improved systems, arrangement of treatment/ disposal facility, and provision 

of emptying services. Furthermore, the plan underscores the need of raising public awareness, 

encouraging the adoption of safe sanitation practices, and implementing a regulatory framework 

for establishment of the FSM system in the municipality to achieve the sanitation goals by 2030. 

  



USAID.GOV  CITY SANITATION PLAN SUMMARY REPORT: CHAMUNDA BINDRASAINI MUNICIPALITY      |     14 

 

ANNEX- RECOMMENDED SANITATION SYSTEMS 

TABLE 6 RECOMMENDED SANITATION SYSTEMS  

ZONES ZONE 
PROFILE 

WARDS RECOMMENDED 
SYSTEM OPTION  

TYPE OF SYSTEM SCORE ZONAL 
PRIORITY 

Zone 1 

Rural 
settlement 
with low 
flood 
vulnerability 
and high road 
accessibility 

7 

System #6 Water sealed toilet →biogas 
digester →treatment within 
containments 
→agriculture/energy 

22.5/30 1 

System #3 Water sealed toilet (flush/pour 
flush) → sealed single pit with 
soak pit → mechanical 
emptying → FSTP and co-
composting → agriculture 

20.5/30 2 

System #4 Water sealed toilet (flush/pour 
flush) → twin pits for pour 
flush → safe manual emptying 
→ (treatment within 
containments) → agriculture 

19.5/30 3 

Zone II 

Rural to peri-
urban 
settlement 
with low 
flood 
vulnerability 
and low to 
medium road 
accessibility 

1, 2, 3, 4, 
5, 6, 8, & 
9 

System #6 Water sealed toilet →biogas 
digester →treatment within 
containments 
→agriculture/energy 

23.5/30 1 

System #1 Water sealed toilet (flush/pour 
flush) → sealed single pit with 
soak pit → safe manual 
emptying → fill and cover 

19.5/30 2 

System #3 Water sealed toilet (flush/pour 
flush) → sealed single pit with 
soak pit → mechanical 
emptying → FSTP and co-
composting → agriculture 

18.5/30 3 

System #4 Water sealed toilet (flush/pour 
flush) → twin pits for pour 
flush → safe manual emptying 
→ (treatment within 
containments) → agriculture 

18.5/30 3 
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